

















TrolMaster

HCS-1

Hydro-X Control System

SPECIFICATIONS

Input Voltage

Tension D'entrée

100-240VAC, 50/60Hz
100-240VAC, 50/60Hz

Certifications ETL/FCC
Certifications ETL/FCC
Degree of Ingress Protection P20
Indice de protection IP20

Max Number of HID Fixtures 2562

Max Distance to Device to be connected 1000 meters

3-in-one (Temp/Humid/CO2/Light) Sensor
CO2 Sensor

Max 1pc per set
Max 1pc per set

Smoke Detector (optional) Max 20pcs pet set
Temp Device Stations Max 4pcs per set
Humid Device Stations Max 2pcs per set

CO2 Device Stations

Max 2pcs per set

Program Device Stations

Max 9pcs per set

Temperature Range 32-138.2°F
Temperature Accuracy +0.36°F
Temperature Deadband 5°F
Humidity Range 5-95%
Humidity Accuracy +7%
Humidity Deadband 5%

CO2 Range 0-2000 PPM
CO2 Accuracy +30 PPM
CO2 Deadband 50ppm

Working Environments

Temperature 32-122°F

Humidity <90%

TrolMaster

Hydro-X Control System

ENVIRONMENTAL AND DISPOSAL CONCERNS:
THIS PRODUCT CONTAINS ABATTERY AND OTHER COMPONENTS
WHICHMUST BE DISPOSED OF PROPERLY.

This symbol displayed on a product, its accessories, or its packaging
E indicates that this product may not be discarded as household waste.
Dispose of the equipment through a recycling center that handles
electronics and electrical appliances. By disposing of the equipment in
the proper and lawful way you will be helping to preven t possible damage

to the environment and risk to public health.
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